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PRODUCT FEATURES

Head Box: Powder Coat White as standard 

Surface: Unity White FG Screen - Gain 1.1 
  Refer to page 5 for surface options

Borders: 50mm Sides & Bottom with 300mm  
  adjustable top black leader. 

Brackets: One piece clip-on L bracket suitable  
           for wall or ceiling installation.

Roller Diameter: 63mm Heavy Duty 
Sizes:  84” to 120” Custom Sizes, additional  
  leaders & Formats available upon  
  request.

Options: Screen Box NB: not interchangeable  
  with the ElectriCinema Screen Box.

Item No Inch 
Diagonal

Image Size 
mm

Format

4508419 84” 1280 x 1705 Video 4:3

4509619 96” 1465 x 1950 Video 4:3

4510019 100” 1525 x 2035 Video 4:3

4511019 110” 1676 x 2235 Video 4:3

4512019 120” 1830 x 2440 Video 4:3

4508429 84” 1045 x 1860 HDTV 16:9

4509629 96” 1195 x 2125 HDTV 16:9

4510029 100” 1245 x 2215 HDTV 16:9

4511029 110” 1370 x 2435 HDTV 16:9

4512029 120” 1495 x 2655 HDTV 16:9

4508469 84”  1130 x 1810 16:10

4509669 96” 1295 x 2070 16:10

4510069 100”  1345 x 2155 16:10

4511069 110” 1480 x 2370 16:10

4512069 120” 1615 x 2585 16:10

The ViewMaster has been pulled out of retirement and given a new 
lease on life. This entry level screen has been given a serious make 
over to meet todays high standards, providing a combination of 
cost conscious design and commercial features. 
With IR, Contact Closure and 12v trigger as standard the 
ViewMaster Pro offers many of the control options needed in the 
audio visual environment. 

The ViewMaster Pro offers multi- position brackets, both wall and 
ceiling for simple installation and is available with an optional 
in-ceiling screen box.  

Please Note: This product is not suitable to be used in 
conjunction with a Short Throw Projector. 

Optional in-ceiling 
screen box see pg 27

BENEFITS
• Universal bracket system 
• Quiet motor system, C Tick Approved
• Large diameter 63mm heavy duty roller,  
   for improved layflat
• Premium slat rod design
• Integrated IR, Contact Closure control & 
   12v Trigger 
• Designed  & built in Australia to meet Australian  
   design requirements  
• Surface Fire Rated 
• Low VOC water based black boarder paint 

ViewMaster Pro 
Entry Level Motorised Screen 

Tech Drawing 
Hyperlink :
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For more information on the ViewMaster Pro please see or website our click here. 

Custom Sizes & Formats available upon request.
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